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Maytag 5000 f20 error

An F20 or FH error code indicates a water supply problem. Here are some common issues: Are both the hot and cold water faucets turned on?…Removing the Error Unplug the washer or disconnect the power for one minute. Plug in the washer or reconnect the power. Re-select the cycle and press Start. What does F20 mean on a Maytag washer?
water inlet problem F20 Error Code F20 indicates a water inlet problem—no water or insufficient water supply. Are water inlet hoses kinked? How do you clear the error code on a Maytag washer? How do I clear the error code on my Maytag washer? To clear the error code on your washing machine, you have to press the pause/ cancel button twice
and the power button once. If still, code is displayed, unplug the machine for a minute. How do I reset my Maytag front load washer? You also can reset the washer if you want to cancel a setting you chose. Press the “Power/Cancel” button. Video of the Day. Push the appropriate button to choose a new cycle. Press “Start/Pause.” You have now reset
your Maytag washer. resources. CNET: Washer Buying Guide. Chad Buleen. PEOPLE ARE READING. What does F code mean on Maytag washer? These error codes indicate that drain times are longer than expected. Drain hose kinked. Drain hose clogged. Not using HE High Efficiency detergent. How do I fix error code F20? To reset the f20 error
code, exclude the program crash of the Whirlpool washer. To do this, de-energize your washing machine for 10-20 minutes, then turn it on back. If the error disappears from the display, the problem is successfully eliminated. Do Maytag washers have a reset button? Press and hold the Start/Pause button for 3 seconds. All indicator lights should be off
at this point. Reset the Washer: To reset (clear) the washer, rotate the Cycle Selector Knob counter-clockwise (left) to clear any sequence. What is an F20 or FH error on my Maytag front load washer? What is an F20 or FH Error Code on my Maytag Front Load Washer? An F20 or FH error code indicates a water supply problem. Here are some
common issues: Both hot and cold water must be connected and turned on What does F20 or FH mean on a whirlpool washing machine? An F20 or FH error code indicates a water supply problem. Here are some common issues: Are both the hot and cold water faucets turned on? Are the water inlet hoses kinked? Are Maytag and Whirlpool washers
the same? Since Maytag and Whirlpool are the same company, I suspected that they use a similar error code set, maybe even some of the same software for both kinds of washers. If you have a Maytag F20 error code, that says that there is a water intake issue. How do I identify error codes on my Whirlpool washing machine? If you looking for how to
identify error codes on your Whirlpool or Maytag washing machine, this information will guide you through. First of all, be sure the washer is in standby mode (plugged in with all indicators off). Select any three (3) buttons (except POWER) and follow the steps below, using the same buttons. An F20 or FH error code indicates a water supply problem.
Here are some common issues: Both hot and cold water must be connected and turned on Water inlet hoses kinked Water inlet valve screen clogged Water pressure less than 10 psi Not using HE High Efficiency detergent Flood-preventing devices that shut off the water to the washer Turn on the water. Check the household faucets to see if the hot
and cold water faucets are turned on. Make sure to open both faucets completely for proper fill. NOTE: Both hot and cold water must be connected to the washer supply and turned on. The washer will not properly operate with only one incoming source of water. The water valve inside the machine needs to have the “pressure” from both attached
hoses in order for the washer to complete the cycle. If a cold water wash is selected, the washer is designed to add hot water to keep the temperature optimal for cold wash performance (75°F +/-10°).If you want to save energy by not connecting to the hot water line (or only have access to a cold water line if connected in a garage, etc.), purchase a
“Y-connector” and an extra inlet hose to connect the hoses to both sides of the water valve. NOTE: If you choose to connect only to cold water, wash performance may be affected. Straighten the water inlet hoses. Turn off the water and remove inlet hoses from the inlet valves in the back of the washer. Inside the inlet valves are screens. Remove any
accumulated film or particles from the screens. Reinstall hoses, turn on water, and check for leaks. See the Installation Instructions for details. If the water pressure is too low, the washer may not properly operate. To find out your exact pounds-per-square-inch (psi) value, contact your local water utility company. Use only HE High Efficiency
detergent. Using non-HE detergent, or more than the manufacturer's recommended amount of detergent, can cause excessive suds. The excess suds can prevent the washer from detecting the incoming water. Concentrated detergents labeled 2x and higher will require a small amount of detergent based on load size. Always follow the manufacturer's
recommendations. These hoses have a valve inside that will close if the water pressure is higher than two gallons per minute; this will shut off the water to the washer. If one of these hoses becomes loose, the water flow through the hose will increase and close the valve inside the hose, which will shut off water to the washer to prevent a possible leak
or flood. If the hose is not loose, try taking the hoses back to the store for a replacement set. CLICK HERE for more information on use of flood safe devices To remove the error display, press Pause/Cancel twice. If Pause/Cancel does not work, perform the following: Unplug the washer or disconnect the power for one minute. Plug in the washer or
reconnect the power. Re-select the cycle and press Start. NOTES: On some washers, when the washer is started for the first time after this error code, it will begin to drain. You will not be able to pause or cancel the cycle for about 8 minutes while it drains. This is normal. If the error remains on the display, and all of the other conditions above have
been checked, call for service. If you would like to download or view product literature for your appliance, please visit our Manuals and Literature page. F20 F21 If your Whirlpool washer has an F21 error code, it indicates that your washer has a drainage problem. The good news is the issue can usually be resolved by simply clearing the drain filter or
drain hose. However, if the error persists, the drain pump and pressure switch will likely need to be tested with a multimeter to determine if the part is defective and needs to be replaced. If you need to resolve the error code quickly, performing a reset should provide a temporary fix. The following guide applies to most Whirlpool washers, including
the following models: 2LA5700XMW0 2LA5700XMW1 2LSR5233BN0 2LSR5233BQ1 2LSR5233BW0 2LSR5233BZ1 LSC8244EQ0 LSC8244EQ1 LSC8244EZ0 LSC8244EZ1 LSR6132EQ0 LSR6132EZ0 LSR7233EQ0 LSR7233EW0 LSR7233EZ0 LSR8233EQ0 LSR8233EZ0 LSR8244EQ0 LSR8244EQ1 LSR8244EZ0 LSR8244EZ1 What Causes the F21
Error Code? The most common causes of the F21 error code are: The drain pump has a blockage or is faulty and needs to be replaced.The drain filter on the drain pump is blocked or clogged.The drain hose is blocked or bent. Other less common causes include: The pressure switch is faulty and causing a communication error between the drain pump
and the main control board.The drain pump wiring harness is damaged, or the harness has a communication problem with the main control board.The pipe the drain hose drains into is blocked or clogged. How to Fix the F21 Error Code Perform a Reset If you want to clear the error code quickly, you can either try pressing Pause/Cancel two times or
perform a reset. To reset the washer, disconnect the power to the washer for 1 minute. When you reconnect the power, the error code should have cleared. Sometimes, an error code is caused by a glitch. If the power is disconnected, the glitch will be fixed, and the washer should work normally again. However, if it is not a glitch, disconnecting the
power may clear the error, but the problem will remain. Therefore, even if you resolve the error code, you should still check for drainage problems and fix the issue to avoid causing more serious damage to the washer or your laundry. Check the Drain Hose If the washer will not drain, the drain hose may be kinked, pinched, or obstructed by a small
object. It is also possible that the drain hose outlet has been submerged in water, which would restrict the washer’s draining ability. Another thing to check is that the drain hose is installed correctly. The drain hose may be connected to a spigot on the waste pipe or a waste trap or to a standpipe. How the drain hose should be installed can depend on
the model and type of connection you have. Check the washer’s manual for the specifications needed for your hose to work correctly. If the drain hose cannot be unclogged or connected properly, it will need to be replaced. Check the drain hose: If the washer has recently been installed and is connected to a spigot, make sure the blanking cap has
been removed from where the hose connects to the spigot.Check the hose is connected properly.Check there are no bends or kinks in the hose.Check that the expelled water from the drain hose can drain sufficiently.Check the drain hose outlet is not submerged in water. To remove and unclog the drain hose: Disconnect the power to the washer.Turn
off the water supply to the washer.Disconnect the drain hose from the washer. On most models, pliers will be needed to release the clamps securing the drain hose to the washer.Unblock the drain hose with a drain snake tool, or wash the hose with a mixture of hot water, white vinegar, and baking soda.If the drain hose is defective and the issue
cannot be fixed, replace the drain hose. If the drain hose has holes or is worn, it is best to replace it rather than try to patch it up. Check the Drain Pump and Drain Filter If the drain hose is not blocked, a defective drain pump or a clogged drain filter may be causing the issue. The drain pump and drain filter usually become clogged due to small
foreign objects, like an article of clothing, coins, or bobby pins. The pump’s impeller can also wear out or break and obstruct or damage the pump. If an impeller is broken, the pump should be replaced to ensure it works correctly. If the impeller is not damaged and the pump is not blocked or being obstructed, it may have failed electrically. To
determine if the pump is defective, the pump’s motor will need to be tested for continuity (a continuous electrical path) with a multimeter. Many Whirlpool washers have a drain filter connected to the drain pump. Like the drain pump, small items can end up in the drain filter and restrict the washer’s ability to drain. Once you remove the access panel,
the drain filter should be easy to locate and clear. After clearing the drain filter, check the pump as well for obstructions or damage. Access to the drain pump and filter will depend on your model. If you have a top-loader washer, you will likely need to place the washer on its back so that you can access the drain pump and filter underneath the
washer. If you have a front-loader washer, you will likely need to remove an access panel at the back or front of the washer. Check the washer’s manual for the location of the drain pump and filter for your specific washer. To check the drain pump and filter: Disconnect the power to the washer.Turn off the water to the washer. Depending on the
model, you may need to disconnect the water hoses to move the washer and gain access to the drain pump and filter.Unscrew the access panel and remove it from the washer.Put a container down to catch any water that may leak out (there may be 2-3 gallons of water).Unscrew the knob on the drain pump by turning it counterclockwise.Turn the
knob over, and the filter should be on the back of it.Remove any debris or lint in the filter.Check the drain pump for a damaged impeller or an obstruction.Check the wiring harness on the drain pump. Make sure it is secure with no visible damage to the wiring.Check that the water drain lines are not blocked or kinked and are attached correctly. If
clearing the filter and drain pump fails to fix the error code, you may need to check the drain pump motor with a multimeter to determine if it is faulty and needs to be replaced. With the multimeter probes touched to the terminals on the pump, the pump should read 5-10 ohms, depending on the model. If the reading is zero or infinity, the pump will
need to be replaced. While you have the access panel removed, check that the pressure switch is not causing the issue. Check the Pressure Switch The pressure switch or water level control determines how much water is in the tub to tell the control panel whether the tub needs to be filled or emptied. The location of the pressure switch can vary
depending on your model. Check the washer’s manual for the location of the switch. The pressure switch is usually round with a wiring harness connected to the back of the switch. To check the pressure switch with a multimeter: Set the multimeter to RX1 or X1 scale.Looking at the pressure switch, place one probe into the far left hole and the other
probe into the third hole from the left. The reading should be zero.Test the pressure switch’s “suds detect” function. Stick one probe into the far right hole and another probe into the hole next to that one. The ohmmeter should read zero.Place a probe into the second hole from the left and the other probe in the third hole from the left to test the rinse.
The reading should be zero.Leave the probe in the third hole from the left and place the other probe into the fourth hole from the left to test the overflow pressure. Again, the reading should be zero. If the pressure switch fails any of these tests, it will need to be replaced. Hopefully, these instructions have fixed the drainage issue and the error code
has been resolved. If the error code persists, you may need to get a trained professional to check that the control board is not defective and causing the issue.
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